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Introduction
The purpose of this contribution is to propose to add requirements related to the active mode mobility management to the SA1 SAE Technical Specification. We believe it is good to review the current AIPN and SAE requirements and reinforce/clarify them. 
Note: This contribution is related to S2-063179
Discussion
Conclusion
If the discussion above is agreed, the key requirements for active mode mobility management are added to SAE TR 
Proposal
<<Proposed 1st Change>>
5.1 SAE services
…
-The evolved 3GPP system shall provide efficient usage of system resources, especially of radio resources through both signalling and transport optimization, e.g. overhead.
…
<<End of the 1st Proposed Change>>
<<Proposed 2nd Change>>
6.1.2 Ability to effectively handle a variety of different types of IP traffic
…
-The evolved 3GPP system shall support both IPv4 and IPv6 connectivity. Interworking between IPv4 and IPv6 terminals, servers and access systems shall be possible. Mobility between access systems supporting different IP versions shall be supported with minimum network/terminal impacts.
…
<<End of the 2nd Proposed Change>>
<<Proposed 3rd Change>>
11.2 Security requirements
· The E3S shall allow for a network to hide of internal network elements from the UE.
11.3.1 Location Privacy
It shall be possible to provide no disclosure, at any level of granularity, of location, location-related information, e.g. geographic and routing information, or information from which a user’s location can be determined, to unauthorised parties, including another party on a communication.
<<End of the 3rd Proposed Change>>
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