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Introduction 

In the agreed WID (S1-070007), it is stated that the end goal is to provide all services in IMS. In order to define the migration path from the starting point (i.e., current network) to the end point (i.e., network where all services are to be provided using IMS), it is important to first identify the service requirements of that end point. Therefore, this contribution proposes requirements for the network where all services will be provided using IMS (called IMS Centralized Services).

Proposal 

This contribution proposes that the following text to be added to TR 22.983: 
************   First Modification ************
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[X] 
3GPP TS 22.173:  "IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1". 

[Y]
3GPP TS 24.173: "IMS Multimedia telephony service and supplementary services; Stage 3".

************   Next Modification ************
3.1
Definitions

ICS UE: Is a UE that is capable of receiving IMS telephony services while voice bearer is established via CS.  
Non-ICS UE: Is a UE that does not contain the ICS functionality. 

************   Next Modification ************
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ICS
IMS Centralized Services
************   Next Modification ************
4
Target Service Requirement

4.1
Service Consistency

When services are provided by the IMS, IMS Multimedia Telephony service set as defined in [X] and [Y] shall be used as the services defined for voice regardless of access network (valid for both home and roaming network).
When services are provided by the IMS, subscribers shall have a consistent user experience regardless of the access network used, subject to the constraints of the UE and access network.

Note: other services beside the one defined in [X] and [Y] are FFS.

4.2
Service Continuity

Services shall be maintained after domain transfer occurs, subject to the constraints of the UE and access network.

4.3
Support of Legacy UEs

Non-ICS UEs should be supported. 

************   End Modification ************
Recommendation 

Discuss and agree. 

