TSG-SA WG1 #35
S1-070109
Bangalore, India,  29 Jan - 2 Feb 2007
Agenda Item:10.9  

Title: Input to TR 22.948 chapter 13

Source:
 China Mobile, Huawei
Contact:
zhengjianping@chinamobile.com; 

ling.liu@huawei.com

It is proposed to include the following text in TR22.948.

13 
Considerations on Re-use of Existing Conferencing Capabilities
13.1 Re-use of 3GPP Conferencing Capabilities
As the architecture for the 3GPP conference service is specified in TS 23.228 and TS 23.218, the current TS 24.147 specifies the usage of Session Initiation Protocol (SIP), SIP Events, the Session Description Protocol (SDP) and the Binary Floor Control Protocol (BFCP) to realize 3GPP conference service based on the protocols specified by the IETF defined conference service. 

TS 24.147 covers conference services which include the following aspects:

· Conference roles

· Operations in conference, e.g. conference creation, joining a conference, inviting other users to a conference, leaving a conference, functionalities of conference focus, etc

· Floor control for conferencing

However, the functionality for conference policy control which is essential for a complete IMS conferencing service is not specified in TS 24.147. Loosely coupled conferencing is also considered to be out of the scope of TS 24.147.
Proposal: 

The new TR on Convergent Multi-Media Conference is supposed to capture an overall stage 1 type of requirements as stated in the objective. It is recommended to take TS 24.147 into account to keep consistent with the description of conference requirements when creating TR 22.948.  
13.2 Re-use of OMA Conferencing Capabilities
13.3 Re-use of IETF Conferencing Capabilities
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