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1. Discussion

A good skeleton of 3GPP TR 22.812 for “Study into Network Selection Requirements for non-3GPP Access” has been provided by its rapporteur to initiate necessary discussions.  In the skeleton, requirements sections are still empty.  This contribution aims to propose initial contents for these sections.
2. Proposal

It is proposed to modify section 6 to 9 of 3GPP TR 22.812 as follows:

Beginning of the modifications

6.
Requirements for Automatic Selection

The automatic network selection shall be supported for following purposes:
· To provide users with better user experiences by selecting the preferable network (e.g. higher bandwidth, cheaper tariff, etc.) without letting users operate manually.
· To allow UEs to select the suitable network for the applications running on the UEs from QoS and/ or IP connectivity (e.g. reachability to corporate network, The Internet, etc.) perspective.
· To allow UEs in communication to search other preferable networks.
· To allow operators to control the policy (e.g. priority of the network) of the automatic network selection from network capability/ optimization perspective, etc.
The high level requirements for the automatic network selection are as follows:
· It shall be possible to select the network based on the capability of the network such as QoS, connectivity, etc.
· It shall be possible to detect other preferable networks even in communication state.
· It shall be possible to configure the list of the networks that can be automatically selected.
· It shall be possible to configure the policy of the automatic network selection.
· It shall be possible to enable/ disable the automatic network selection.
7.
Requirements for Manual Selection

The manual network selection shall be supported for following purposes:

· To allow users to select the preferable network intentionally from tariff perspective, etc.
The high level requirements for the manual network selection are as follows:

· It shall be possible to configure the list of the networks that can be manually selected.

· It shall be possible for the users to select the preferable network within the list.
8.
Requirements for Operator Management

The operator management shall be supported for following purposes:

· To limit the networks that can be automatically/ manually selected by the UEs/ users.
· To control the policy of the automatic network selection.
· To prevent from modification of the configuration of network selection by the users.
· To maintain the active status of the users.
The high level requirements for operator management are as follows:
· It shall be possible to configure the list of the networks that can be automatically/ manually selected by the UEs/ users on the UEs remotely.

· It shall be possible to configure the policy of the automatic network selection on the UEs remotely.
· It shall be possible to limit modification of the configuration of network selection on the UEs by the users.
· It shall be possible to delete the configuration of network selection on the UEs remotely.
· It shall be possible to audit and change the status of the users administratively.
9.
Requirements for End-User Management
The end-user management shall be supported for following purposes:
· To allow end-users to select the best network.
· To relief from the complicated configuration by the users.
The high level requirements for end-user management are as follows:

· It shall be possible for the end-users to configure the settings of the network selection such as list of the networks that can be selected on the UEs, policy of the network selection, activation of the automatic network selection, etc.
End of the modifications

