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Example Use Cases

4.1
Use Case 1

An operator has a commercial relationship with a 3rd party that has its own WiFi network that gives access to specialised content and services. The operator would like to give its customers access to this 3rd party to complement its own products and services available over GSM/3G. 

The facility to set an operator (and user) defined preference for the selection of this WiFi network is required.
4.2
Use Case 2

A corporate customer needs frequent access to the company's data services. In the office it is preferred to use the company WiFi network for speed and convenience of data access; when away from the office, the customer will use 3G access to connect to the office data systems.

When in the office, there are many other WiFi hotspots in the surrounding area and they can also be seen by the user's device. Therefore, an easy method of identifying, and selecting (automatically or manually) the preferred WiFi access is required where it is available and the preferred operator 3G access otherwise. 

4.3
Use Case 3

A customer would like to use his home WiFi while in the house to access services and content over the Internet. While away from home, the customer would use 3G for access to these services.
An easy method of selecting (automatically or manually) the home WiFi network or 3G access according to availability is required.
4.4
Use Case 4

A customer would like to use WiFi to continue to have 3GPP services if 3G coverage is lost but a WiFi network, with which the operator has a commercial relationship, is available. 
A method of switching to the WiFi access point is needed. The method must allow return from WiFi access to 3G access. The method must take into account user and operator preferences. It must be possible to select an operator/service provider through the non-3GPP access point.
4.5
Use Case 5
A customer has a UE which is capable of accessing two different non-3GPP RATs. A mechanism is needed to determine which non-3GPP RAT is used when the UE is within coverage of both.
