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========== FIRST MODIFICATION ==========

1.1
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
Void

[2]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications". 

[3]
3GPP TS 23.122: "Non Access Stratum functions related to Mobile Station (MS) in idle mode".

[4]
ITU-T Recommendation Q.1001: "General aspects of Public Land Mobile Networks".

[5]
3GPP TS 22.043: " Support of Localised Service Area (SoLSA). Stage 1".

[6]
3GPP TS 22.234: "Requirements on 3GPP system to wireless local area network (WLAN) interworking".

[7]
3GPP TS 22.101: "Service aspects; Service principles".

========== END OF FIRST MODIFICATION ==========

…

3.2
Network selection

…

========== SECOND MODIFICATION ==========

3.2.1
General

The UE shall support both manual and automatic network selection mechanisms (modes). The UE shall select the last mode used, as the default mode, at every switch-on.

As an optional feature of the ME, the user shall be able to set a preference in the ME for the mode that shall be used at switch on. If set then the ME shall select this preference rather than the default mode.

NOTE:
By defaulting to the last mode used, e.g. manual network selection, the undesired automatic selection of an adjacent PLMN instead of the desired HPLMN in border areas, can be avoided at switch-on.

The user shall be given the opportunity to change mode at any time.

Except as defined below, the MMI shall be at the discretion of the UE manufacturer.
The UE shall contain display functions by which Available PLMNs and the Selected PLMN can be indicated.
In order not to confuse the user, the same definitions of PLMN names shall be applied consistently both in registered mode and in the list presented to the user when in manual mode. 
In shared networks a radio access network can be part of more than one PLMN. This shall be transparent to the user, i.e. the UE shall be able to indicate those PLMNs to the user, and the UE shall support network selection among those PLMNs, as in non-shared networks.

========== END OF SECOND MODIFICATION ==========

3.2.2
Procedures

…
3.2.2.2
At switch-on or recovery from lack of coverage

…
========== THIRD MODIFICATION ==========

B)
Manual network selection mode

The UE shall indicate PLMNs, including "Forbidden PLMNs", which are available. If there are none, this shall also be indicated. The HPLMN of the user may provide on the USIM additional information about the available PLMNs, if this is provided then the UE shall indicate that information  to the user. This information, provided as free text may include:
-
Preferred partner,

-
roaming agreement status, 

-
supported services 

Furthermore, the UE may indicate whether the available PLMNs are present on one of the PLMN selector lists (e.g. EHPLMN, User Controlled, Operator Controlled or Forbidden) as well as not being present on any of the lists
For the purpose of presenting the names of the available PLMNs to the user, the ME shall use the USIM defined names if available or other PLMN naming rules in priority order as defined in [7] (Country/PLMN indication).
Any available PLMN's shall be presented in the following order:

i)
HPLMN (if the EHPLMN list is not present); or if one or more of the EHPLMNs are available then based on an optional data field on the USIM either the highest priority available EHPLMN is to be presented to the user or all available EHPLMNs are presented to the user in priority order; if the data field is not present, then only the highest priority available EHPLMN is presented;
ii)
PLMNs contained in the "User Controlled PLMN Selector" data field in the SIM/USIM (in priority order);

iii)
PLMNs contained in the "Operator Controlled PLMN Selector" data field in the SIM/USIM (in priority order);

iv)
other PLMN/access technology combinations with sufficient received signal level (see 3GPP TS 23.122 [3]) in random order;

v)
all other PLMN/access technology combinations in order of decreasing signal strength.

========== END OF THIRD MODIFICATION ==========
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