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1. Overall

This document proposes text to describe aspects of alert cancellation. 

When a cancellation message is delivered , it has to identify the previous warning message it cancels.  It avoids the situation that users become confused if similar warning has been received before.
Operators may want to cease the retransmission of a cancelled message upon receiving the cancellation request if it is approptiate for the expected service.
2. Proposal

Change should be made to PWS TR as follows.
================== Proposed change to PWS TR22.968 ==================
5.11 Alert Cancellation Aspects
Editor’s note:  This section needs to describe the requirements and considerations associated with the cancellation of previously issued alert messages.  
-
What is the behaviour of the wireless networks and mobile devices upon receipt of a cancellation request?  For example, are the transmissions / re-transmissions of the alert notification message discontinued?  Does the mobile device deactivate the emergency alert notification to the subscriber?  Does the mobile device remove the original emergency alert from its internal memory & display?

-
Since it is possible that multiple emergency alert messages can be sent for multiple emergencies within the same alerting area, how do the wireless networks and mobile devices know which previous alert message needs to be cancelled?

-
Some types of emergency alert messages have expiration times.  What are the requirements when the expiration time is reached?  For example, should the wireless network discontinue the transmission / re-transmission of the alert message?  

-
Who can issue a cancellation to a previously issued alert?  
If the cancellation of a previous Warning Message is issued by the Warning Information Provider of the Warning Message, the cancellation message;
· should identify the Warning Message it cancels.
When a cancel request is received, the retransmission of the cancelled Warning Message can be stopped according to the operator's policy.
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