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	Reason for change:
(

	There has been some confusion and different understanding on how the EHPLMN names should be displayed on the UE display in the manual network selection mode. This CR makes the wording in 22.011 clearer to avoid different interpretations in the future.

This CR changes the text so that it now clearly states that the EHPLMN names to be displayed are selected among those EHPLMNs that are currently available.

	
	

	Summary of change:
(

	In the manual mode selection part of section 3.2.2.2 words "availability of the highest priority EHPLMN" are changed to "highest priority available EHPLMN" in two places.
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not approved:
	The specification could be interpreted in two different ways.
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3.2
Network selection

…
3.2.2
Procedures

…
3.2.2.2
At switch-on or recovery from lack of coverage

…
B)
Manual network selection mode

The UE shall indicate PLMNs, including "Forbidden PLMNs", which are available. If there are none, this shall also be indicated. The HPLMN of the user may provide on the USIM additional information about the available PLMNs, if this is provided then the UE shall indicate that information  to the user. This information, provided as free text may include:
-
Preferred partner,

-
roaming agreement status, 

-
supported services 

Furthermore, the UE may indicate whether the available PLMNs are present on one of the PLMN selector lists (e.g. EHPLMN, User Controlled, Operator Controlled or Forbidden) as well as not being present on any of the lists.

Any available PLMN's shall be presented in the following order:

i)
HPLMN (if the EHPLMN list is not present); or if one or more of the EHPLMNs are available then based on an optional data field on the USIM either the highest priority available EHPLMN is to be presented to the user or all available EHPLMNs are presented to the user in priority order; if the data field is not present, then only the highest priority available EHPLMN is presented;
ii)
PLMNs contained in the "User Controlled PLMN Selector" data field in the SIM/USIM (in priority order);

iii)
PLMNs contained in the "Operator Controlled PLMN Selector" data field in the SIM/USIM (in priority order);

iv)
other PLMN/access technology combinations with sufficient received signal level (see 3GPP TS 23.122 [3]) in random order;

v)
all other PLMN/access technology combinations in order of decreasing signal strength.
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