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	In order to provision completely MBMS service features for roaming users, a requirement of MBMS service subscribution for roaming users is proposed. Currently, the roaming user can enjoy the services subscribed in HPLMN, but the requirement to subscribe MBMS service of HPLMN for roaming user is not proposed yet.  For example, Bob lives in New York and is traveling in Paris.  Bob wants to watch a TV program which is shown in a local TV channel of New York and this TV program can be ordered on demand via a MBMS service provided in New York.  Thus, Bob hopes to subscribe such MBMS service in Paris.
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	To add requirement of subscribing the MBMS service in the HPLMN when the user is roaming in the visited PLMN.
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	Incomplete rendering of user service requirements of application level for MBMS [TS 22.146].
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.
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5.3
Availability

If provided by the network MBMS in multicast or broadcast mode shall be available to all users that are registered/attached to a PLMN.

MBMS services (multicast or broadcast mode) shall be available via any 3GPP access system for which they have been provided by the network.

In the case of two or more operators sharing infrastructure (e.g. parts of the radio network or sharing of radio network and the core network entities connected to the radio network), it shall be possible for a sharing operator offering MBMS in multicast or broadcast mode to prevent access to these MBMS services by subscribers and inbound roamers of the other operator(s) sharing the same infrastructure. 
Within the broadcast or multicast service area, it shall be possible to inform users of up-coming MBMS sessions which they may receive. This may be useful e.g. to initiate UE processes for the reception of MBMS data.

In case of roaming a user should also be able to subscribe and join Multicast Services that are provided locally in the home network and visited network, as allowed by the user's home environment.
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