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1. Overall Description:

Some companies within CT1 believe that there might be two possible outcomes to the background scan in VPLMN depending upon whether the scan takes into account only networks in the equivalent PLMN list that are available to the terminal (available networks are defined in TS 23.122), called Procedure 1 below, or all networks in the equivalent PLMN list, regardless of whether they are available or not, called Procedure 2 below. 

	Current VPLMN
	PLMN C
GSM

	Equivalent PLMN list
	PLMN A

	Preferred list in UICC:
	PLMN A
UMTS

PLMN B
UMTS

PLMN C
GSM

	Available Networks
	PLMN B
UMTS

PLMN C
GSM


Procedure 1 outcome is that the MS selects PLMN B in UMTS, which is the highest priority available network. 

Procedure 2 outcome is that the MS remains on PLMN C, which is the current VPLMN. The MS remains on the current VPLMN because PLMN C is equivalent to PLMN A, which is higher priority than PLMN B. PLMN A is taken into account in selection even though it is not available and cannot be selected by the MS. 

Based on TS 23.122 many companies within CT1 believe that Procedure 2 gives the correct outcome, which is the terminal will not move from PLMN C to PLMN B in UMTS.

2. Actions:

To SA1 group.
ACTION: 
CT1 kindly requests SA1 to indicate if they can confirm that Procedure 2 results in the correct outcome and is aligned with the Stage 1 requirements. 
3. Date of Next CT1 Meetings:

CT1#46
26th – 30th March 2007

Warsaw, Poland
CT1#47
7th – 11th May 2007

Beijing, CHINA
CT1#48
20th -24th August 2007
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