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4
Use Cases

4.1
General requirements

Note: these requirements are common to all the use cases in the present document.

The subscriber possesses an UE which gives access to 3GPP and non-3GPP radio access networks.

The UE shall support functionality to perform seamless handover between the access networks to which it allows access.

Handover between networks shall be automatic and shall not require the manual intervention of the user. Note: this does not preclude the use of a manual user-authentication procedure for initialisation of the UE.
The UE shall include a UICC which supports NAAs.
.
It shall be possible for both 3GPP and non-3GPP networks to operate their own independent AAA systems.

Where the secure access procedures of the non-3GPP NO's network cannot be supported using the NAA of the 3GPP NO, the UICC shall be able to support a NAA that is specific to the requirements of the non-3GPP NO.

Where the non-3GPP network is a WLAN conforming to the IEE802.11 family of specifications, the UICC NAA that is specific to the WLAN shall be capable of supporting AAA procedures which are certified by the WiFi Alliance [x], where such certifications require use of a NAA on a UICC. That shall include at least EAP-SIM [x], as may be required by the non-3GPP NO for ease of use and of subscriber support (compared to usernames and passwords) and/or for security and/or for compatibility with the access systems of WLAN roaming partners.
The UICC shall allow the NAAs of the 3GPP NO and non-3GPP NO to be active simultaneously.

