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As per the discussion in SA1 ad hoc, it is suggested to bring a separate contribution to illustrate queuing issue. 

During a Convergent Multimedia Conference, one possible scenario is that more than one participant may request for a floor, but the only one participant is able to be granted at a time. 
A participant may attempt several times to request for a floor until he gets the floor.

For preferable user experience and optimized resource utilization in the conference, queuing is introduced for Floor Control in CMMC.
6.2.3
Floor Control
It shall be possible to apply floor control to  media types such as:Audio, Video, Whiteboard and shared applications etc. 

It should be possible to apply individual floor control to individual media types.
For floor controlled media types at least the following requirements shall be fulfilled:

· A participant shall be able to request a floor.
Editor’s note: it needs to be clarified what “having the floor” means.
· A floor owner shall be able to release a floor.
· The floor chair shall be able to revoke a floor from floor owner.

Editor’s note: “Floor chair” and “Floor owner” need to be defined (try to align to existing definitions!)
· The floor chair shall be able to grant a floor to a participant.
· The floor chair shall be able to reject a participant's floor request.-   
· It shall be possible for a participant to request a floor control operation (e.g., floor request/release) on behalf of another participant (third-party floor control) 
· It shall be possible for a participant to authorize another participant to request the floor on his behalf.
· It shall be possible to inform conference participants about a participant's floor request. 
· It shall be possible to notify conference participants about the change of the floor owner.

It shall be possible to support queuing for floor control during a conference. When queuing for floor request is applied in a conference, it shall be able to support the capabilities described as per below:

· It shall be possible to inform conference participants that a floor request has been queued. 
· It shall be possible to permit a conference participant who has requested the floor to obtain the information of his state in the floor request queue.
· It shall be possible to grant more than one priority level in access to the floor, e.g. a participant with higher priority may be allowed to pre-empt a participant with lower priority.

· The floor chair shall be able to adjust (e.g. cancel) a previously queued floor request.

· The floor chair shall be able to allow the cancellation of a floor request by the participant. 

