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*** First Modification ***
5.1.2
User requirements for MBMS

-
User mobility

The user shall be able to continue receiving broadcast services throughout the broadcast service area. For example, in case of handover and presuming that a certain broadcast service is offered in the target cell, it should be possible for the user to continue receiving the service  in the target cell.

-
User selectivity

The user shall be able to discover what broadcast services are available at the user's current location and outside of the current location.
The user shall be able to judge which broadcast services are suitable for his terminal, For example, the CODEC of the service cannot be supported by the terminal, the user must be able to know this and avoid selecting the unsuitable service.
 The user shall be able to enable/disable the reception of specific broadcast services and can receive simultaneously more than one MBMS service. 

The user may be able to define service preference for reception.  A priority procedure may be implemented to allow the user to select between simultaneous broadcast services e.g. while receiving commercial broadcast service a new multicast service may interrupt this. 
While receiving one or more broadcast services, it shall be possible for the user to be informed about incoming voice calls or the availability of other MBMS services. 

Dependent on terminal capabilities, it shall be possible for the user to participate in other services, while simultaneously participating in MBMS services. For example the user can originate or receive a call or send and receive messages whilst receiving advertisements.
*** Second Modification ***
5.2.2
User requirements for MBMS

-
User mobility

The user shall be able to continue receiving multicast services throughout the multicast service area in which the service is provided. For example, in case of handover and presuming that a certain multicast service is offered in the target cell, it should be possible for the user to continue the session in the target cell. It is possible that data loss will occur due to user mobility.

-
User selectivity

The user shall be able to discover what multicast services are available at the user's current location and outside of the current location. The user shall be able to select between different multicast services provided to the user and can receive simultaneously more than one MBMS service. 
The user shall be able to judge which multicast services are suitable for his terminal, For example, the CODEC of the service cannot be supported by the terminal, the user must be able to know this and avoid selecting the unsuitable service.
The user may be able to define service preference for reception.  A priority procedure may be implemented to allow the user to select between simultaneous broadcast/multicast services e.g. while receiving commercial broadcast service a new multicast service may interrupt this. 

While receiving PS or CS services , it shall be possible for the user to receive notification of MBMS multicast sessions.

Note:         This may depend on the capability of the UE in some access system.

While receiving one or more multicast services it shall be possible for the user to be informed about incoming voice calls or the availability of other MBMS services. 

Dependent on terminal capabilities, it shall be possible for the user to participate in other services, while simultaneously participating in MBMS services. For example the user can originate or receive a call or send and receive messages whilst receiving MBMS video content.

-
Multicast subscription groups and multicast groups

The subscriber shall be able to subscribe to or unsubscribe from a multicast subscription group. (The subscription mechanism is outside the scope of this TS.)

The user shall be able to join a multicast group only if he is a member of the applicable multicast subscription group.  The user shall be able to leave a multicast group if he is a member of that group.
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