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5.1
Call Detail Record Requirements

Call Detail Records shall be generated in the Serving Network to record chargeable User or Mobile Station activity and inter-carrier connections. Some of the information is provided by the user, other information is only available in the network element of the serving network.

Depending on the type of chargeable event some of the information may not be available or might not be required.

5.1.1
Information provided by the user

The user’s user equipment that is incurring the charge shall provide the following information to the serving network:

-
User identity used for authentication;

-
Home environment identity;

-
Terminal Identity and Terminal Class;

-
Destination endpoint identifier for service requested (e.g. B number);

-
Resource requested (e.g. bandwidth, connectionless); 

-
QoS parameters (e.g. maximum delay); 

-
IP Multimedia capability requested (e.g.media components).

5.1.2
Information provided by the serving network

The serving network serving the user shall provide the following information to the home environment:

-
All of the information listed in section above (Information provided by the user);

-
Serving network identity;

-
Recording network element identity;

-
Universal Time (UT) at which the service request was initiated; 

-
Universal Time (UT) at which resources were provided for the service;

-
Resource allocated to the user;

-
Quantity of data transferred both to and from the user; 

-
QoS provided to the user;

-
Location of the user in the standard format used for 3GPP location based services (e.g. geographical
co-ordinates, Cell ID);

-
whether GSM Optimal Routing was applied; 

-
If IN or CAMEL services were applied, the service parameters and the actually used destination number and calling party number identification;

-
Time duration covered by this call record to an accuracy of at least 1 second; 

-
Unique identity of the chargeable event which allows the billing system to correlate all records belonging to the same chargeable event;

-
Unique CDR identity (unique per network element in a period of about 100 days);

-
IP Multimedia capability provided to the user;

-
VAS information;

-
Identifier of third party accessed by the user;

-
Presence Information;

-
Service Identification (eg voice call, video call, data download etc);

-
Supplementary Services used;

-
Prepay account identifier and related information. 

5.1.3
Charged Party

For subscription related chargeable events the CDR shall indicate the charged party, i.e. normally the calling party. As alternative it should be possible to apply reverse charging or to charge the event to a party not involved in the event itself (e.g. a company as VPN subscriber). It should be possible for multiple leg calls (e.g. forwarded, conference or roamed) to be charged to each party as if each leg was separately initiated. However, in certain types of call, the originating party may wish/be obliged to pay for other legs (e.g. SMS MO may also pay for the MT leg.).

It shall be possible to change the chargeable party at the call set-up. 

In case of inter-network chargeable events, the CDR usually does not contain the charged party, but it can be derived from network configuration information contained in the CDR.

For each party to be charged for a chargeable event or parts of it a separate CDR shall be generated.

5.1.3
Information provided by the third party accessed by the user

Supply of Value Added Services, especially in IP based environment, is often made with the aid of third parties typically represented by portals and content/application providers.

To execute an effective charging of these services, the following informations should be provided by the third party:

· Third party identity

· Type of service (information, entertainment, gaming, public utility)

· Type of content (picture, videoclip, mp3 file, java file)

· Universal Time (UT) at which the service request was initiated;

· Universal Time (UT) at which the service provision was completed;

· Cause for Abnormal reject of the service

· Universal Time (UT) for abnormal reject of the service
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