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*******First modified Clause 2 *******

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

Referenced documents which are not found to be publicly available in the expected location might be found at http://docbox.etsi.org/Reference.

[1]
3GPP TS 29.228 (V7.0.0): "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; IP Multimedia (IM) Subsystem Cx and Dx interfaces; Signalling flows and message contents (Release 7)".

[2]
3GPP TS 29.229 (V7.0.0): "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Cx and Dx interfaces based on the Diameter protocol; Protocol details (Release 7)".

[3]
IETF RFC 4740: "Diameter Session Initiation Protocol (SIP) Application".

[4]
IETF RFC 2617: "HTTP Authentication: Basic and Digest Access Authentication".

[5]
IETF RFC 3588: "Diameter Base Protocol".

*****Second modified Clause 6.3 (endorsement of [1]) ******

Table 6.3.B: Authentication Data content – Request for HTTP Digest Authentication

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Authentication Scheme

(See 7.9.2 of [1])
	SIP-Authentication-Scheme
	M
	This information element indicates the authentication scheme. It shall contain “unknown”.

	ETSI- Authorization Information (See subclause A.2)
	ETSI-SIP-Authorization (note)
	C
	This information element shall be present under the conditions specified in RFC 4740 [3]. See subclause 6.3 in the present endorsement of [2].

	NOTE:
An "ETSI-" prefix is added to the ETSI vendor-specific AVP which have an equivalent AVP being defined in RFC 4740 [3]. 


Table 6.3.C: Authentication Data content - Response for HTTP Digest Authentication

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Authentication Scheme
(See 7.9.2 of [1])
	SIP-Authentication-Scheme
	M
	This information element indicates the authentication scheme. It shall contain “HTTP_DIGEST_MD5”.

	ETSI Authentication Information


	ETSI-SIP-Authenticate

(note 1)
	M
	See subclause 6.3 in the present endorsement of [2].

	ETSI-Authentication Info Information


	ETSI-SIP-Authentication-Info

(note 1)
	O
	See subclause 6.3 in the present endorsement of [2].

	NOTE 1:
An "ETSI-" prefix is added to the ETSI vendor-specific AVP which have an equivalent AVP being defined in  RFC 4740 [3].
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