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Summary: This Tdoc provides background information about the eCall requirements agreed within the eCall Driving Group as referenced in the European Commission’s  “eCall Standardization letter”, submitted/presented in S1-070845.  

Background: The European Commission requested ETSI to take on this task of standardizing the technology for transmitting a MSD from the IVS (In vehicle system) to the PSAP operator, which includes voice and data from the vehicle to the PSAPs taking into account the specified DG eCall requirements. 

First, Recommendations of the DG eCall for the introduction of the pan-European eCall, April 2006, Version 2.0 gives an overview of the requirements regarding the standardization issues for eCall as defined by the DG eCall. With members from more the 100 organization from the public and private sector the fundamental architecture, performance criteria and requirements was defined and agreed.  For the benefits of eCall to be realized across Europe, standardization of the MSD (Minimum Set of Data) and transport protocol must be completed. 
Second, the specific MSD content requirements are still being developed and agreed by CEN TC278 WG15 eSafety group, with participation of national experts as well as members from the DG eCall, ACEA and the European Commission.  The most recent MSD document is the included “Road transport and traffic telematics – eSafety – eCall minimum set of data (MSD)”.  While the exact definition of this 140 byte MSD and acknowledgement are not yet finalized, it is worth noting that the MSD size is 140 bytes. 
Third, standardization of the transport protocol within ETSI is being overseen by the MSG (Mobile Standards Group), who in turn tasked the 3GPP to define a transport protocol according to the requirements specifically mentioned in the requirements section of SP-050371.  The eCall requirements that are most vital to ensuring an effective and network efficient eCall service to provide pan-European benefit are mentioned in the first part of the first paragraph and here highlighted: (1) the MSD size can be up to 140 bytes, (2) the data needs to be acknowledged, and “The acknowledgement shall be done at the transport layers and not the application layers, and (3) the MSD [not just part of the MSD] shall be available for the PSAP operator within a maximum of 4 seconds ….’
The three relevant eCall requirements documents are as follows:

1. Recommendations of the DG eCall for the introduction of the pan-European eCall, April 2006, Version 2.0
2. Road transport and traffic telematics – ESafety – ECall minimum set of data (MSD), in file ISO 24977
3. SP-050371 (marked as SP-050371_M-05-035), Liaison on eCall requirements
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