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It is proposed to amend the text in Sections 9.1, 9.2 & 9.3 as shown below: 
9.
Requirements for Operator Management

9.1

General Requirements

The home operator management shall be supported for following purposes:
· To limit the networks that can be automatically selected by the UEs .(e.g. using a Black List or Forbidden list).
· To control the policy of the automatic network selection (e.g. define under what circumstances slection would take place).

· To prevent the modification of the configuration of automatic network selection by the users.

The high level requirements for home operator management are as follows:
· It should be possible to configure the list of the networks that can be automatically selected by the UEs on the UEs remotely.

· It should be possible to configure the policy of the automatic network selection on the UEs remotely.
· It should be possible to limit modification of the configuration of automatic network selection on the UEs by the users.
· It should be possible to delete the configuration of network selection on the UEs remotely.
9.2

Update of the List 

It should be possible for the home operator who is a PLMN network operator (i.e. the HPLMN) to maintain the list of preferred non-3GPP accesses in the user's UE in a similar manner to the maintenance of the PLMN lists in accordance with TS22.011.
It should be possible for the home operator who is a non-3GPP network operator to maintain the PLMN lists in the user's UE in accordance with TS22.011
It should be possible for a list of non-3GPP accesses to be maintained separately from the list of preferred PLMNs.
It should be possible for the home operator who is a non-3GPP network operator to maintain a list of preferred non-3GPP accesses in the user's UE in a similar manner to the maintenance of the PLMN lists. 

Over The Air (OTA) updates should be allowed for the above.

9.3

Additional Information

For each non-3GPP access, it should be possible for the home operatpor to add a number of "reason to select" parameters. These define the conditions by which the UE will select the non-3GPP access.  The conditions should also specify if 3GPP access is required simultaneously with non-3GPP access.

The "reasons to select" are those listed in section 6.2 along with the appropriate qualifiers (e.g. specific dates & times in the case of selection by date & time).

