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It is proposed to add a new section 4.3 to describe the relationship between the Tele-Services and Bearer Services across the domains as shown below: 
4.3
TS & BS Relationship Between Domains
The mapping between the Tele-Services and Bearer Services in the IMS and non-IMS domains is defined below. Generally, the services used in one domain should still work if the user moves to another domain, however, the capabilities of the domain will dictate how the service performs. For example, the user will experience a much reduced data rate in moving from 3G HSPA to GPRS. This may make it impossible to continue the service. Some services defined for 2G/CSD have no equivalent in IMS (e.g some of the data services). It is not possible, therefore to define behaviour for these services.

The UE state (e.g. free, busy, not available etc) should be available to all domains consistently to ensure that incoming and outgoing communications are handled appropriately. For example, the the UE is on a voice call in the non-IMS domain and an incoming communication arrives in the IMS domain, the appropriate action can be taken, e.g signal “Communication Waiting” or divert on busy to voicemail.
	Non-IMS Domain Service
	Equivalent IMS Domain Service
	Service Behaviour Required

	Telephony
	Multimedia Telephony Service
	When moving between IMS to non-IMS, voice service at least should be maintained.

UE state should be available to all domains. For example, if a user is on 2G and is busy on a voice call, any call incoming from IMS should encounter a busy condition.

	Emergency Calls
	Multimedia Telephony Service
	Emergency voice calls should be maintained when transferring between domains 

	SMS
	SMS
	SMSs can be sent transparently through IMS so this service should work consistently across domains

	Facsimile services
	Not defined
	Not defined

	Asynchronous Data
	No equivalent
	Not defined

	Synchronous Data
	No equivalent
	Not defined

	HSCSD
	No equivalent
	Not defined

	3G CSD
	No equivalent
	Not defined

	GPRS (+EDGE) [2G]
	GPRS (+EDGE) [2G]
	Data session maintained on changing domains

	Packet Data (+HSPA) [3G]
	Packet Data (+HSPA) [3G]
	Data session maintained on changing domains


