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1. Introduction 
This paper proposes the updated text for better understanding.
2. Proposal

4.2.2
Requirements

Security and authentication

The UE shall be capable of connecting to the PNO's non-3GPP CN via a WLAN in a secure way using the appropriate security and authentication mechanisms for that network.


Note: the SNO network could be considered an IP-CAN.

Note: the WLAN is not an I-WLAN in this use case.

The UE shall be capable of connecting to the SNO's 3GPP network according to 3GPP security and authentication requirements.
The UE shall be capable of connecting to the Enterprise WLAN in a secure way using the appropriate security and authentication mechanisms for that network.
The UE may be capable of connecting to the PNO's IMS according to IMS security and authentication requirements.

Network selection/steering

Note: Network selection/steering between the PNO’s public WLAN and the Enterprise WLAN is out of scope, because both are non-3GPP networks. The requirements below apply only where either the target network or current network is a SNO’s 3GPP network.

The UE shall be able to select a target network and to hand over from the current network to the target network in mid-session while maintaining service continuity. This shall apply whether the UE is in automatic network selection mode or in manual network selection mode.
When the UE is in manual network selection mode, it may be directed by the user to select only available 3GPP networks or only available WLANs. 
> Comment 1: This mechanism is allowable currently in 3GPP? If not, it seems this is implementation issue. 
The UE shall be able to select and register to the target network in idle mode. Requirements for this are described in TR 22.812 [2]

The UE shall contain policies that allow it to decide automatically to which network to initially attach, when multiple networks are available.

The PNO shall be capable of controlling and setting the UE policies related to initial attachment for network selection.

The PNO shall be capable of steering the UE to use the most appropriate network. 

The PNO shall be capable of steering the UE by means of static policy (i.e. by use of a local policy) whether a UE is involved in active session or not. 
> Question 1: What’s the difference between the local policy decision function and preferred SNO’s AN? It seems that Preferred SNO’s AN can be included in the local policy.
The PNO shall be capable of steering the UE by means of dynamic policy (i.e. using real-time instructions from the PNO) related to the access network capabilities (e.g. coverage, load, and etc) and PNO preferences whether a UE is involved in active session or not.


Charging

The PNO shall be aware of the status of the UE with respect to the network attachment.

The SNO shall be capable of generating CDRs for the type of access network used by the subscriber and of providing those CDRs to the PNO. 

The PNO shall be capable of charging the subscriber according to the type of access network used in its own network. 

The PNO shall be capable of billing the subscriber according to the type of access network used in its own network and the SNO's network.

The PNO shall be capable of indicating to the SNO to block/enable the subscriber’s access network in real time for reasons concerned with charging (e.g. subscriber’s credit has expired), when using the SNO’s network.

The SNO shall be capable of blocking/enabling the subscriber according to the type of access network used in its own network, when indicated by the PNO.

Mobility

Note: Service continuity between the Enterprise WLAN and the public WLAN is out of scope, because both are non-3GPP networks.

It shall be possible to support service continuity of the multimedia session, including the IMS session, if used, from the WLAN to the 3GPP network and vice-versa. 

Independently from the service continuity to the end user, the UE shall be capable of providing information to the user regarding the current type of access network used.

QoS

Note: QoS considerations when handing over between the Enterprise WLAN and the public WLAN are out of scope, because both are non-3GPP networks.

The ability to maintain service continuity when changing networks shall be dependent on the QoS capabilities of the target network.

> Comment 2: the second paragraph has same meaning with the first paragraph.
It shall be possible to release the session on the change of network if the target network does not provide adequate QoS.

When a network-change event is triggered, it shall be possible to reject that change of network if the target network does not provide a QoS that is appropriate for the service currently being used. However, the change of network shall not be rejected if that rejection would result in the subscriber losing all network connectivity, for example if the change is triggered by impending non-availability of the current network. 


> Question 2: what’s the service platform? The meaning of the “degrade or enhance the service” is not clear.
It shall be possible to inform the user if the change of network is  rejected or  allowed.

User Identity

