3GPP TSG-SA WG1 Meeting #38
S1-071891
Ljubljana, Slovenia, 29th October - 2nd November 2007
Agenda Item:  7.6

Title:
cover sheet for S1-071891
Source:
BT (rapporteurs)
Contact:
mike.meyerstein@bt.com
Presentation of Specification to TSG

Presentation to:
TSG SA1 Meeting #38
Document for presentation:
TR22.937 Requirements for service continuity between mobile and WLAN networks, Version 1.2.0
Presented for:
Approval
Abstract of document:

For Fixed-Mobile Convergence (FMC), some scenarios require seamless roaming between a GSM/GPRS/3G mobile network and a WLAN.  Both networks may be independently authenticated.  To maintain the quality of the customer experience, and due to the difference of networks, handovers to support service continuity may require that the handset is authenticated to both networks simultaneously, for relatively short periods of time.

The objective of the present document is therefore to determine the requirements for seamless roaming and service continuity between a GSM/GPRS/3G mobile network and a WLAN.

The document relates to TR22.812 (study into the requirements for selection of non-3GPP networks) and 3GPP specifications such as TS22.011
Changes since last presentation to TSG SA1 Meeting #37bis:

Former use cases 3 and 4 merged into use case 1. All new content for section on Recommendations. Mostly new content for section on Harmonised Requirements
Outstanding Issues:

Minor technical changes expected for issues such as defining what is meant by “user-preferred” network selection mode. Some MCC editing may be required.
Contentious Issues:

none
Change history of this document:

1999-11-17: original issue

2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo

