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Introduction:

Based on the last SA1 meeting decision to remove the use case Annex from the TS before its approval it was also decided to capture all the requirements from the Use cases. A number of additions are being proposed to Network Storage sub-clause.
START OF CHANGE

4.2.4
Short Message Network Storage

It should be possible for the operator to support Short Message Network Storage to allow users to store the messages in the network.
It should be possible for users to store the messages in the network based on their personal settings (e.g. store all sent & received messages, store the messages from/to particular users, store the messages sent & received in a specified period of time etc).
It should be possible for users to store and manage the messages for their preference (e.g. users can set different folders to store different sort of messages, therefore it is convenient to inquire the stored messages based on message sort or key words).
It should be possible for the operator to ensure all relevant information of the messages stored in the network are consistent with that displayed to users, e.g. content of the messages, sender/recipient, sending/receiving time, etc.
It should be possible to indicate in the message stored that it was originated as an SM

It shall be possible to combine concatenated SM to single Message in the Network store or alternatively indicate in the message that it is part of concatenated SM.

The Short Message Network Storage service shall prevent duplicate storage message as a result of failure in transmission of the original SM.

Messages should be stored in the Network Storage regardless of the user availability and as soon as the original SM is being processed in the SMSC.

END OF CHANGE

