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	Service identification is already defined in stage 2 and stage 3 for IMS. In particular, it is defined the IMS communication service identifier to uniquely identify the IMS communication service associated with the particular IMS request. In stage 1 it is already supported the identification of which applications are invoked per subscriber (section 5), while it is missing at the interconnection point.
Moreover, in the market different model of IP interconnection are emerging also for IMS service, so it is needed to define the requirements to be supported by the system. An example is GSMA that has defined the support of IMS interconnection between PLMN by means of IPX.
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	Define the capability to identify the service at the interconnection point when such information is available for the UE or the network.
Define network scenario requirements where IMS is used as a transit network with different.
Add refernece to GSMA IPX IR34 guidelines.
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***********                            Start Modification ************
2.1
Normative references

 [xx]
GSMA PRD IR.34: " Inter-Service Provider IP Backbone Guidelines”
***********                            End Modification ************
***********                            Start Modification ************
10
Interconnection requirements

The following requirements apply at the interconnection point between two different IMS domains.

In case two UEs, belonging to two IMS domains, do not support a common codec for voice service session, the network shall be capable to provide transcoding functionality at the interconnection point betwween the twod domains.
The IMS shall support the capability for service interoperability by means of service interworking requirements defined in section 8.

The IMS shall support the capability for application service identification, when such information is available.

It shall be possible to apply operator defined policy at the interconnection point.  

The system shall support the capability for control the session resources when two different network domains are connected which may have different IP addressing scheme.

The IMS shall support full IP inter-connection between core networks either by direct connection or by using an intermediate carrier (e.g. GSMA IPX [xx]). 

The IMS shall support both bilateral interconnection between two carriers and multilateral interconnection (e.g GSMA IPX [xx]) by means of intermediate carrier.

The IMS shall support either 
· transparent relay of the IP signalling and traffic;
· service aware interconnection service 
IMS interconnection should minimise transcoding (and prefereably eliminate it) to provide the highest quality service to the user.
***********             End  Modification ************
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