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1. Overall Description:

SA1 would like to thank CT1 for their LS S1-080511 (=C1-081424). In this LS CT1 drew our attention to the fact that no requirement in stage 1 can be found that mandates the support of pre-Rel-8 USIMs in E-UTRAN capable UEs.  SA1 answers the related questions as follows:
Q1: 

Can SA1 confirm CT1's understanding that pre-Rel-8 USIMs need to be supported in EPS ?
Answer:
Yes. (see attached CR)

On a related question concerning Home NodeBs:
Q2: 
CT1's assumption is that in order to handle both pre-Rel-8 USIMs and Rel-8 and onwards USIMs, a solution needs to be implemented so that EPS Mobility Management parameters are stored in non-volatile memory in the UE when a pre-Rel-8 USIM is used, and are stored in the USIM when a Rel-8 USIM is used.
Can SA1 confirm the expected UE behaviour for Home NodeBs as indicated above?
Answer:
As it can be assumed that CSG whitelists cannot be stored in pre-Rel-8 USIMs the proposed solution seems to be a viable way to satisfy Home NodeB related requirements.
2. Actions:

To CT1 group.

ACTION: 
SA1 kindly asks CT1 to base their further work on SA1's answers.
3. Date of Next TSG-SA WG1 Meetings:

SA1#41   
21 - 25 July 2008   
Sophia Antipolis, France
SA1#42   
13 - 17 Oct 2008   
Xi'an, China
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