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1. Overall Description:

In [1] RAN4 informed RAN2 on the discussions on UTRA neighbour cell list which took place in RAN4#45. The purpose of this liason statement is to further inform RAN2 of the conclusions related to performance with and without UTRA neighbour cell list which have been reached in RAN4#46.
· RAN 4 agreed that LTE to UTRA idle mode reselection performance requirements shall be the same, whether or not a UTRA neighbour cell list is explicitly signalled

· Due to the possible optimisation of legacy cell search implementations based on existing release 7 UTRA cell detection requirements, RAN4 decided not to develop mobility performance requirements for LTE_RRC_CONNECTED mobility to UTRAN without neigbour cell list. As a result it is recommended that an explicit neighbour cell list is signalled to the UE when it is in LTE_RRC_CONNECTED state and this is used for mobility to UTRAN

· The scrambling codes of neighbours could  be determined by eNodeB using SON ANR functionality to populate the UTRA neighbour cell list for UEs in LTE_RRC_CONNECTED state

2. Actions:

To TSG-RAN WG2 group.

ACTION: 
TSG-RAN WG4 kindly asks TSG-RAN WG2 to take into consideration the RAN4 decisions described in the previous section.
3. Date of Next TSG-RAN WG4 Meetings:

TSG-RAN WG4 Meeting 46bis, Shenzhen, China, 31 March – 4 April, 2008
TSG-RAN WG4 Meeting 47, Kansas City, USA, 5-9 May, 2008
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