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1. Overall Description:

SA1 thank CT1, CT4 and SA3 for their work on SAE interworking with Pre-REL8 system and the corresponding LS sent to SA1.
During the discussion at SA1#40, SA1 decided that  the use case agreed at the last SA1 meeting (SA1#39)(i.e. a user from a pre-release 8 operator receives E-UTRAN access while roaming in a Rel-8 EPS network) is not the primary use case as this use case received support from one operator among the operators present atSA1#40.
All operators present in SA1 were interested in the new use case when an operator makes a stepwise upgrade of HSS/AUC to Rel-8 EPS of its own PLMN, and consider this to be the best use case. 

SA1 would therefore ask all other groups to primarily consider the stepwise upgrade use case. Secondarily, the original use case identified above with roaming subscribers should be taken into account. Note that the earlier expressed requirements about "no impact"/"limited impact" does not apply to the stepwise upgrade use case. Therefore, for a combined solution for both use cases, earlier discarded solutions can be revisited. However, this should not delay the work for Rel-8.
SA1 would like to emphasize that the solution for the stepwise upgrade is needed in Rel-8 and can, if necessary, accept UTRAN security for a limited time.
.
2. Actions:

To CT1, CT4 and SA3
SA1 would like to ask the working groups involved in this discussion to take the above into consideration.
3. Date of Next TSG-SA WG1 Meetings:

SA1#41   
21 - 25 July 2008   
Sophia Antipolis, France

SA1#42
13 – 17 October 2008
Xian, China
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