3GPP TSG-SA1 #40 

S1-082076
Sophia Antipolis, France, 21 – 25 July 2008

	CR-Form-v9.4

	CHANGE REQUEST

	

	

	22.011
	CR
	0120
	

rev
	1
	

Current version:
	8.4.1
	


	

	For HELP on using this form look at the pop-up text over the 
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:


	UICC apps

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:


	Essential correction to manual CSG selection

	
	

	Source to WG:


	T-Mobile

	Source to TSG:


	SA1

	
	

	Work item code:


	HNB
	
	Date: 

	07/07/2008

	
	
	
	
	

	Category:


	F
	
	Release: 

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:


	The white list containing the allowed CSG IDs cannot be modified by the user but it is stored in the user profile in the HSS and updated on the USIM when required. At present the manual selection requirement states that only the CSG Ids in the white list are displayed to the user. As a consequence, the user may not see for some time (i.e. until the network has updated the white list) in the manual selection list a CSG ID which is accessed for the first time. 
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	Modified the requirement on display of CSG Ids in manual selection to indicate that if a CSG ID is not included in the white list, this is nevertheless displayed as a possible choice for the user.
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	Users may not be able to access a CSG ID even if they have been added to the CSG until they obtain connectivity to the HPLMN and their white list is updated.
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Start of 1st Modfication

8.2.4
Manual CSG Identity selection

The user shall be able to request the UE to perform a scan for available CSG Identities. When such request is received the UE shall display the CSG identity or, if available, the HeNB identifier of the available CSG cells (one entry for each group of CSG cells with the same CSG identity). An indication shall be given to the user as to which of the CSG identities are contained in the CSG white list.The available CSG identities shall be displayed in the following order: 
- The CSG identity or, if available, the HeNB identifier, of the CSG identities that are contained in the white list.

- Any other CSG identity and the HeNB identifier not included in the CSG white list.

When the user selects an entry from the list, the UE shall select a CSG cell with the CSG identity chosen by the user.
End of 1st Modfication
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