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Start of 1st Modfication

1.1
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
Void

[2]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications". 

[3]
3GPP TS 23.122: "Non Access Stratum functions related to Mobile Station (MS) in idle mode".

[4]
ITU-T Recommendation Q.1001: "General aspects of Public Land Mobile Networks".

[5]
3GPP TS 22.043: "Support of Localised Service Area (SoLSA). Stage 1".

[6]
3GPP TS 22.234: "Requirements on 3GPP system to wireless local area network (WLAN) interworking".

[7]
3GPP TS 22.101: "Service aspects; Service principles".

[8]
3GPP TS 22.278: "Service requirements for the Evolved Packet System (EPS)".

[9]
3GPP TS 36.304: "User Equipment (UE) procedures in idle mode"  
[10]
3GPP TS25.304: "User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode".
[x]
3GPP TS 25.304: "User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode”.

[y]
3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode". 
End of 1st Modfication

8.3
Access Control

8.3.1
General requirements

-
The owner of the HeNB or HNB shall be able, under the PLMN operator supervision, to add, remove and view the list of CSG members. The consent of the invited member or guest shall be obtained before being added to the subscriber group. 
-
The UE shall maintain in the USIM a list of allowed CSG identities (white list). All CSG cells belonging to a CSG identity not included in the list of allowed CSG identities shall be considered not suitable by the UE as specified in TS 25.304 [x] and TS 36.304 [y].

-
Each CSG identity shall be associated to a subscriber group which identifies the subscribers allowed to access the CSG. When the subscriber group is updated, this information shall be transferred by the network and to the affected UEs belonging to the subscriber group.  

-
It shall be possible to limit the period of time during which the UE is allowed to camp on a CSG cell (granted access rights).It shall be possible to configure a time period for each temporary member.

-
The time period shall be configurable by the Home eNodeB owner and/or the network operator operating the CSG cell and shall span from 1 decihour to several days. If no value is given unlimited access to the CSG cell is allowed.

-
When the time period expires

-
The CSG shall no longer be considered to be available to provide services, except for emergency calls. 

- 
All affected UEs in connected mode are released.

-
When the subscriber group is updated, the affected UE and the registered CSG owner shall be informed accordingly.

-
The network operator and/or the HeNB owner under the supervision of the network operator shall be able to set a maximum limit to the number of UEs with granted access to the CSG ID. This limit is a static setting which can only be changed/set during configuration or maintenance.
8.3.2
<Void>
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