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----------------First Change------------------------------------------------

4.X Service status information 

Some services may lead the user to lose some communications. This optional feature allows the user to be informed on the significant status (activate/deactivate) of a service using a visual information, sent by the network, directly on the UE.

For example, when the user activates CFU, all communications are forwarded and not presented to the original termination. In this case, it is useful to display visual information on the UE in order to not lost communication. When the CFU is deactivated, all communications are presented and there is not need to display this feature.

In the same way, if the user subscribes to CW, by default this service should be activated. In case of deactivation of the CW service, visual information may be displayed on the UE.

In case of several UE share the same public identity, the same information shall be displayed on each UE.

In the following sections, any significant identified information is indicated service by service. 

----------------First Change End-------------------------------------------

----------------Second Change---------------------------------------------
8.2.2
Originating Identification Restriction (OIR)
8.2.2.1
Definition

The Originating Identification Restriction (OIR) service enables the originating party to withhold the presentation of its asserted identity information to the terminating party. 

The requirements for withholding the originators identity shall be as described in [4]. Those requirements also allow certain terminating party to override the restriction (override capability).
Optional enhancements feature

OIR service status relevant information sent by the network (see section 4.x): 

·  Originating Identification Restriction (OIR) activate state,


 

as the ACR service is able to reject incoming anonymous calls from the calling party who has activated the OIR service), 

----------------Second Change End----------------------------------------

----------------Third Change End------------------------------------------

8.2.7
Communication DIVersion (CDIV) 

8.2.7.1
Definition

The following Communication DIVersion services are defined:

· Communication Forwarding Unconditional (CFU).

· Communication Forwarding Busy (CFB).

· Communication Forwarding No Reply (CFNR).

· Communication Forwarding on Not Logged in (CFNL).

· Communication Deflection (CD).

· Communication Forwarding on Subscriber Not Reachable (CFNRc).

· Communication Diversion Notification (CDIVN); this service is applicable to all other CDIV services. 

For all communications diversion services, a service provider option of notification of diversion may be provided to the originating party. This service provider option may also include support for the invoking user to suppress the notification.

The use of any of the diversion services or a call identified as a callback to an emergency call, by a user that is not the PSAP, shall be precluded.

Communication Forwarding Unconditional (CFU)

The CFU service enables a user to have the network redirect all communications to another user. The CFU service may operate on all communication, or just those associated with specified services. The user's ability to originate communications is unaffected by the CFU service. After the CFU service has been activated, communications are forwarded independent of the status of the user.

As a service provider option, a subscription option can be provided to enable the user to receive an indication that the CFU service has been activated. This indication may be provided when the user originates a communication if the CFU service has been activated for the user's identity and for the service requested for the communication.

The maximum number of diversions permitted for each communication is a service provider option. The service provider shall define the upper limit of diversions. When counting the number of diversions, all types of diversion are included. 

This service description is based on the service description described in [E-1].

Optional feature

CFU service status relevant information sent by the network (see section 4.x): 

· Communication Forwarding Unconditional (CFU) activate state,




as the incoming calls are not presented to the called party who has actived the CFU service,

---------------- Third Change End----------------------------------------

----------------Fourth Change End----------------------------------------
8.2.8
Communication Waiting (CW) 

8.2.8.1
Definition

The Communication Waiting (CW) service enables a terminating party to be informed at the time that a new communication is requested, and that no resources are available for that incoming communication. 

The user has then the choice of accepting, rejecting or ignoring the incoming communication.

The maximum number of communications that may be waiting is a service provider option.

If the current number of communications waiting is equal to the maximum, then any new attempted incoming communication request shall be rejected with a busy cause.

This service description is based on the service description described in [E-6] and [E-5].

In the presence of another call at the destination user where the incoming call is identified as a callback to an emergency call, then either the communication request shall be presented, or the CW service shall be used.

Optional feature

CW service status relevant information sent by the network (see section 4.x): 

· Communication Waiting (CW) deactivate state,

  


as the subscriber of the CW service is able to pick up waiting call,

----------------Fourth Change End---------------------------------------

----------------Fifth Change End------------------------------------------

8.2.10
Communication Barring (CB)

8.2.10.1
Definition

The group of Communication Restriction Services includes two services:

· Outgoing Communications Barring (OCB).

This service allows a user to bar certain categories of outgoing communications. The network shall provide the capability for a user to select a set of categories (e.g. identities or range of identities) for barring. The type of barring is chosen by the user at provision time, and shall be valid for all outgoing communications. The network shall provide the capability for the user to bar outgoing communications based on user defined identities or identity ranges. Barring of an outgoing communication for a specific identity, a number of specific identities, or a range of identities shall be dependent on an entry in a OCB identity list held in the network. This list shall either be a "black list" or "white list". A "black list" shall contain the identities or identity ranges to be barred by the network for outgoing communications. A "white list" shall contain the identities or identity ranges that shall be allowed by the network for outgoing communications, i.e. all identities not in the "white list" shall be barred.

The ability of the served user to receive communications and to originate emergency communications shall be unaffected by OCB.

This service description is based on the service description described in [E-15] and [E-16].  

· Incoming Communications Barring (ICB).

This service allows a user to bar certain categories of incoming communications. The service also allows the user to have the barring of incoming communications activated always or only during certain conditions. The network shall provide the capability for a user to select from a set of categories (e.g. identities or range of identities) for barring. The type of barring is chosen by the user at provision time and may be valid for all incoming communications, or be limited to a specific service group or certain conditions (e.g. when the user is roaming).

The ability of the served user to set-up outgoing communications shall be unaffected by ICB.

The ICB service includes a roaming condition. The roaming condition is set to true when the served user is roaming.

The use of ICB, or a call identified as a callback to an emergency call, by a user that is not the PSAP, shall be precluded. 
Optional feature

ICB service status relevant information sent by the network (see section 4.x): 

· Incoming Communication Barring (ICB) activate state,




as the subscriber of the ICB service is able to reject incoming anonymous incoming calls,

----------------Fifth Change End----------------------------------------




