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Abstract of the contribution: 
This document describes that pre release 8 USIM can still access to the HNB/HeNB.
1. Discussion
As it is required to store new CSG identities (white list) into the USIM, it means that users who access HNB/HeNB shall have new SIM in release 8. But in the same document, it seems clear that pre-release 8 USIM is allowed to access HNB/HeNB. We need to clarify this inconsistency and confirm support for pre-release 8 USIM.
Therefore, we propose to clarify on TS22.220 that pre-release 8 USIM is allowed to access HNB/HeNB.  
************ START OF 1st CHANGE ************

5.3
Access Control requirements

-
The owner of the HeNB or HNB shall be able, under the PLMN operator supervision, to add, remove and view the list of CSG members. The consent of the temporary member shall be obtained before being added to the subscriber group. 

-
The UE shall maintain in the USIM a list of allowed CSG identities (white list). All CSG cells belonging to a CSG identity not included in the list of allowed CSG identities shall be considered not suitable by the UE as specified in TS25.304 [6] and TS36.304 [7].

-
Each CSG identity shall be associated to a subscriber group which identifies the subscribers allowed to access the CSG. When the subscriber group is updated, this information shall be transferred by the network and to the affected UEs belonging to the subscriber group.  

-
When the subscriber group is updated, the affected UE and the registered CSG owner shall be informed accordingly.

-
For temporary members, it shall be possible to limit the period of time during which the UE is allowed to camp on a CSG cell (granted access rights).It shall be possible to configure a time period for each temporary member.

-
The time period shall be configurable by the Home eNodeB owner and/or the network operator operating the CSG cell and shall span from 1 decihour to several days. If no value is given unlimited access to the CSG cell is allowed.

-
When the time period expires

-
The CSG shall no longer be considered to be available to provide services, except for emergency calls. 

-
All affected UEs in connected mode are released.

-
When the subscriber group is updated, the affected UE and the registered CSG owner shall be informed accordingly.

-
The network operator and/or the HeNB owner under the supervision of the network operator shall be able to set a maximum limit to the number of UEs with granted access to the CSG ID. This limit is a static setting which can only be changed/set during configuration or maintenance.
-    Mechanisms shall be specified for a HNB to control access (i.e. accept and reject connection requests) of pre-Release 8 UEs. 

Note: Such mechanisms may be different for those used to access control a Release 8 UE.  

-
The operation of a HNB shall not adversely impact the performances of a pre-Release 8 UEs operating in the area where the HNB is active and vice versa.

************ End OF 1st CHANGE ************

************ START OF 2nd CHANGE ************

6.2
Access Control




************ End OF 2nd CHANGE ************

