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Introduction

Currently in TS 22.220 the following terms are used without definition:

· H(e)NB owner

· CSG owner

· H(e)NB operator
It is proposed to include definitions of these terms in the definitions section of TS 22.220.

In addition, it is proposed to define terms for:

· HNB, HeNB

· H(e)NB Gateway

· H(e)NB System

Proposal

It is proposed to discuss the following definitions and include them into section 3.1 of 22.220:

H(e)NB owner: A H(e)NB owner has a contractual relationship with the H(e)NB operator, related to running one or more H(e)NBs in his premises. 
A H(e)NB owner  is likely to have the billing relationship with the H(e)NB operator. A H(e)NB owner will typically be the “lead” user in a household, but could be e.g. the corporate IT manager in an enterprise context.
CSG owner: A CSG owner is the owner of a H(e)NB, that has been configured as a CSG cell.
A CSG owner can, under the H(e)NB operator's supervision, add, remove and view the list of CSG members.
H(e)NB operator: A H(e)NB operator is the PLMN operator under whose license a H(e)NB operates. A H(e)NB needs to be configured and authorised by the H(e)NB operator.

HNB: A HNB is a Customer-premises equipment that connects a 3GPP UE over UTRAN wireless air interface to a mobile operator’s network using broadband IP backhaul.

HeNB: A HeNB is a Customer-premises equipment that connects a 3GPP UE over EUTRAN wireless air interface to a mobile operator’s network using broadband IP backhaul.

H(e)NB Gateway: H(e)NB Gateway is a mobile network operator’s equipment (usually physically located on mobile operator premises) through which the H(e)NB gets access to mobile operator’s core network.
H(e)NB System: A H(e)NB System consists of the H(e)NB and the H(e)NB Gateway belonging to it.
