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********************************First Change**********************************
3
Definitions, symbols and abbreviations

3.1
Definitions

Session Transfer: Transfer at the IMS-level of one or more of the session signalling paths and associated media paths of an ongoing multimedia session while maintaining session continuity. The multimedia session transfer incorporates both Access Network Transfer and UE Transfer.
IMS Session Continuity: A service of the IMS which supports the use of Multimedia Session Transfer mechanisms in order to handle Terminal Mobility events and/or mobility between UEs for the case when such events are not hidden from the IMS session layer and thus Session Continuity could not otherwise be maintained.
Access Network Transfer: Transfer at the IMS-level of both the signalling path and media path of an ongoing multimedia session on a UE from PS to CS domain or vice versa or between different IP‑CANs.

UE Transfer: Transfer at the IMS-level of all or some of the media components and associated signalling between UEs under the control of the user.

****************************************** Next Change*******************************************

25
IMS Session Continuity

25.1
General

The continuity of multimedia services refers to the capability of continuing ongoing IMS communication sessions across different access networks and/or across different user equipments (UEs) under the control of a user and while providing continuous service experience to the user.

The main need for such continuity arises because IMS UEs can connect to a variety of IP-CANs and the user may want to transfer the media, or the complete communication session, across different UEs to best meet their communication preferences.

The IMS system shall be able to provide multimedia session continuity when:

(i) the user is moving between 3GPP access systems (3GPP IP-CANs),

(ii) the user is moving between a 3GPP IP-CAN and a non-3GPP IP-CAN (e.g. fixed line connectivity).

(iii) the user is moving between non-3GPP IP-CANs

25.2
IMS Session Transfer 

IMS shall support the capability to transfer/add/retrieve media components between different devices under the control of the same user, as follows:

(i) Transfer some or all media components of an ongoing multimedia session between different IMS UEs;
(ii) Retrieve some or all media components of an ongoing multimedia session from different IMS UEs;

(iii) Add new media components in an ongoing multimedia session to different IMS UEs; and

(iv) Remove media components of an ongoing multimedia session from different IMS UEs.

****************************************** End of  Changes****************************************
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