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This document summarises the action item.
AI41-01.  Task: provide definition and requirements for IMC
SA#41 agree to use solution C from document SP-080620.  Solution C approach:
Define IMC as generic mechanism for any non-3GPP access to IMS to be used if neither ISIM nor USIM is available. 

The data and algorithm definitions of IMC are specified as part of the IMS protocol (in CT1). The ISIM specification 31.103 remains unchanged, but the IMC may reference to it. E.g. for data definitions to avoid duplication of specification text.

This approach would define a new entity IMC which corresponds to ISIM application but with the exception that IMC resides only outside of UICC. The use of IMC is only applicable to non-3GPP access such as CDMA2000 or WiMAX (i.e. accesses which do not mandate the UICC).

SA Plenary required work in SA1:

1. The definition of IMC needs to be added to 3GPP TS 22.101 and 21.905. 
	S1-083094
	CR to 22.101  IMS Credentials Rel-8
	TS 22.101

	S1-083095
	CR to 22.101 IMS Credentials Rel-9
	TS 22.101

	S1-083098
	CR to 21.905 IMC abbreviation & definition - Rel-8
	TS 21.905

	S1-083099
	CR to 21.905 IMC abbreviation & definition - Rel-9
	TS 21.905


2. 3GPP TS 22.228 should give the requirements on when it is possible to use IMC.  
	S1-083096
	CR to 22.228  IMS Credentials Rel-8
	TS 22.228

	S1-083097
	CR to 22.228 IMS Credentials Rel-9
	TS 22.228


Note: No changes are needed in the definition of ISIM as that will not change.

