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This contribution aligns TS22.220 with other H(e)NB specifications.

- The restriction that, all cells belonging to a given CSG cell group are part of the same Tracking Area, is removed.

- Since manual selection has been agreed by CT1, it is not clear that informing the UE is needed ASAP when it is added to a CSG. Only affected UEs are updated.

********** start of text proposal *************

4.1
Description 

Access to 3G and evolved 3G (EPS) services may be provided via UTRAN or E-UTRAN cellular base stations belonging to e.g. domestic, business, commercial enterprises. This type of access may be provided by the PLMN by means of NodeBs referred to as Home Node B (HNB) and Home eNode B (HeNB) respectively. The HNB/HeNB provides services to Closed Subscriber Group (CSG) and membership, including temporary membership, is managed by both the registered owner and the network operator. 

The CSG concept for E-UTRAN is characterized by the following features:

-
CSG cells are part of the PLMN of an operator

-
Access to the CSG cells is restricted by default. Only members of the CSG (user group) are allowed to camp on and access the CSG cell. A list of allowed CSG cells/TAs (“white list”) is maintained in the UE. Multiple entries for different CSG cells/TAs are possible. A CSG cell is marked as such on the broadcast channel. 


-
The User Group associated with a specific CSG cell can be updated upon request by the registered owner of the CSG cell, under the supervision of the network operator operating the CSG cell. When the User group is updated, the network and the affected UE are updated as soon as possible.
