3GPP TSG-SA1 #42 







S1-083262
Seoul, South Korea, 13 - 17 October 2008

Title:

Proposed definitions for 22.220
Source:
NEC 
Contact:
Joerg Swetina ( joerg.swetina@nw.neclab.eu )
Introduction

Currently in TS 22.220 the following terms are used without definition:

· HNB, HeNB

· H(e)NB owner

· CSG owner

· H(e)NB operator
It is proposed to include definitions of these terms in the definitions section of TS 22.220.

In addition, it is proposed to define terms for:

· H(e)NB Gateway

· H(e)NB System

Proposal

It is proposed to discuss the following definitions and include them into section 3.1 of 22.220:

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Closed Subscriber Group (CSG): A Closed Subscriber Group identifies subscribers of an operator who are permitted to access one or more cells of the PLMN but which have restricted access (CSG cells).

CSG cell: A CSG cell, part of the PLMN, broadcasting a specific CSG identity. A CSG cell is accessible by the members of the closed subscriber group for that CSG identity. All the CSG cells sharing the same CSG identity use the same radio access technology. All the E-UTRAN CSG cells sharing the same identity are identifiable as a single group for the purposes of mobility management and charging
Subject to operator and registered owner agreement a CSG cell may be reconfigured to be an unrestricted UTRAN or E-UTRAN cell.

CSG identity: An identifier broadcast by a CSG cell or cells and used by the UE to facilitate access for authorised members of the associated Closed Subscriber Group.

CSG identities white list: A list stored in the USIM containing all the CSG identities of the CSGs to which the subscriber belongs.

H(e)NB owner: A H(e)NB owner has a contractual relationship with the H(e)NB operator, related to running one or more H(e)NBs in the H(e)NB owner's premises. 
Note: A H(e)NB owner  is likely to have the billing relationship with the H(e)NB operator. A H(e)NB owner will typically be the “lead” user in a household, but could be e.g. the corporate IT manager in an enterprise context.
CSG owner: A CSG owner is the owner of one or more H(e)NBs, that have been configured as a CSG cell(s) for a particular CSG. A CSG owner can, under the H(e)NB operator's supervision, add, remove and view the list of CSG members.
H(e)NB operator: A H(e)NB operator is the PLMN operator under whose license a H(e)NB operates. A H(e)NB needs to be configured and authorised by the H(e)NB operator.

HNB: A HNB is a Customer-premises equipment that connects a 3GPP UE over UTRAN wireless air interface to a mobile operator’s network using broadband IP backhaul.

HeNB: A HeNB is a Customer-premises equipment that connects a 3GPP UE over EUTRAN wireless air interface to a mobile operator’s network using broadband IP backhaul.

H(e)NB Gateway: H(e)NB Gateway is a mobile network operator’s equipment (usually physically located on mobile operator premises) through which the H(e)NB gets access to mobile operator’s core network.

H(e)NB SubSystem: A H(e)NB SubSystem consists of the H(e)NB and the H(e)NB Gateway belonging to it.

