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*************First Changes**************

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

2.1
Normative references

[1]
3GPP TS 22.003: “ CS Teleservices supported by a PLMN”.

[2]
Void

[3]
Void

[4]
Void

[5]
3GPP TS 22.101: “Service principles”.

[6]
Void

[7]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1"

[8]
Void

[9]
RFC 3261: “SIP: Session Initiation Protocol”

[10]
3GPP TS 22.078: ”; Customised Applications for Mobile network Enhanced Logic (CAMEL); Service definition – Stage 1”

[11]
3GPP TS 22.057: ”; Mobile Execution Environment (MexE); Service description, Stage 1”

[12]
3GPP TS 22.038: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1”

[13]
3GPP TS 22.127: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Stage 1 Service Requirement for the Open Service Access (OSA) 

[14]
3GPP TR 21.905
: “Vocabulary for 3GPP specifications” 

[15]
RFC3966: “The tel URI for Telephone Numbers”

[16]
3GPP TS 22.240: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Service Aspects; Stage 1 Service Requirement for the 3GPP Generic User Profile (GUP)”

[17]
ETSI ETS 300 284: "Integrated Services Digital Network (ISDN); User-to-User Signalling (UUS) supplementary service; Service description"

[xx]
3GPP TS 31.103: "Characteristics of the IP Multimedia Services Identity Module (ISIM) application".
[yy]
3GPP TS 31.102: "Characteristics of the Universal Subscriber Identity Module (USIM) application".

*************Second Changes**************

3.2
Abbreviations

For the purposes of this TS the following abbreviations apply;

BVC
Basic Voice Call

DOCSIS®
Data Over Cable Service Interface Specifications

WiMAX™
Worldwide Interoperability for Microwave Access
IMC
IMS Credentials
NOTE:
WiMAX™ is a trademark of  the WiMAX Forum
DOCSIS® is registered trademark of Cable Television Laboratories, Inc.
cdma2000® is a registered trademark of the Telecommunications Industry Association (TIA-USA)
*************Last Change**************

Annex X (Normative):
Access to IMS via non-3GPP access
This annex defines additional specific requirements for access to IMS via non-3GPP access. 

These requirements shall not apply to terminals having an active 3GPP access.

For non-3GPP-only terminals with neither ISIM nor USIM, the IMC may be used to access the IMS via a non-3GPP access technology. However, if ISIM [xx] is present it shall be used to access IMS or if ISIM is not present but USIM [yy] is present, USIM shall be used to access IMS.
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