Page 1



3GPP TSG-SA1 #43 
(
S1-084057
Miami, Florida, USA, 17th – 21st November 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	22.101
	CR
	0288
	(

rev
	 -
	(

Current version:
	9.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	ICS Service Continuity

	
	

	Source to WG:
(

	Telecom Italia

	Source to TSG:
(

	SA1

	
	

	Work item code:
(

	 TEI8
	
	Date: (

	07/11/2008

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	In subclause 22.3 the requirement “ICS shall support service continuity between different 3GPP access networks, subject to the constraints of the UE and access networks” is not enough clear. It is necessary to specify that the service continuity is possible between 3GPP CS domain end IMS

	
	

	Summary of change:
(

	 Addition of clarification in requirement of ICS Service Continuity

	
	

	Consequences if 
(

not approved:
	 The ICS Service Continuity beetween 3GPP CS and PS IMS seems not allowed.

	
	

	Clauses affected:
(

	22.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	CR conditional agreed as an alternative to CR 0291 to TS 22.101.
SA is invite to approve the correct one depending on the inclusion of ICS CS support of non 3GPP systems in Common IMS framework


======FIRST CHANGE=======
22.3
Service Continuity

ICS shall support service continuity between  3GPP-Circuit-Switched (CS) domain and the IP Multimedia Core Network (CN) (IMS) subsystem, subject to the constraints of the UE and access networks.

The service continuity shall include:

Basic services 
Non mid call services

Mid call services

======END OF CHANGE=======
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