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1
Introduction

When CR in S1-082389 for 22.011 was implemented for Rel-8, some of the added requirements were missed when 22.220 was updated. This contribution proposes to include the two missing requirements into sections 5.1 and 6.2.
2
Proposed text
/* first change */
5.1
HNB and HeNB Installation, identification and location requirements

-     HNB/HeNB shall have a unique equipment identity.

-
All the HNB/HeNB serving the same CSG share the same identity called CSG Identity.

-
It shall be possible to support at least 125 million CSG Identities within a PLMN.

-
The radio transmitter of a HNB/HeNB shall not be activated until configured and authorised by the operator.

-    When installing, provisioning, configuring or re-configuring an HNB/HeNB the network operator shall be able to:

-
verify the node's identity. 

-
obtain the geographical location of the HNB/HeNB.

-
The network operator shall be able to determine that the HNB/HeNB is installed and operated in accordance with all relevant regulatory requirements. 

-
The network operator shall be able to configure the settings of the HNB/HeNB. In the case where the HNB/HeNB has detrimental impact on the network operator’s allocated spectrum usage, the HNB/HeNB can be set to out-of-service by the network operator.

· Installation and activation of a new HNB/HeNB shall require no reconfiguration of the operators network.

-
The need for H(e)NB-specific equipment in the core network shall be minimised.

/* second change */
6.2
Access Control

-
It shall be possible for a HNB to control access (i.e. accept and reject connection requests) of pre-Release 8 UEs. 

NOTE:
Such mechanisms may be different for those used to access control a Release 8 UE.  

-
The operation of a HNB shall not adversely impact the performances of a pre-Release 8 UEs operating in the area where the HNB is active and vice versa.
-
The total bandwidth from the HNB towards the network for 4 simultaneous TS11 or TS12, including signalling and overhead, shall not exceed 200 kbps.
/* no more changes */
