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1. Introduction
21.905 contains the definition of CSG cell. The action item to SA1, AI42-02 is to remove duplicative definition of CSG cell in 22.220. 

In addition to the definition of CSG cell, 21.905 contains the definitions of Closed Subscriber Group (CSG), CSG identity and CSG identities white list. 
This proposal is to remove all the duplicated definitions from 22.220.
2. Proposal

It is proposed to remove all the duplicative definitions from 22.220.
***** Start of Change *****

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Closed access mode: HNB/HeNB operates as a CSG cell.





Home based network: An IP based network in the H(e)NB owner's premises that is connected to the H(e)NB.
Hybrid access mode: HNB/HeNB operates as a CSG cell where at the same time, non-CSG members are allowed access.
Open access mode: HNB/HeNB operates as a normal cell, i.e. non-CSG cell. 

Editor's Note: The following definitions need to be reviewed

CSG owner: A CSG owner is the owner of one or more H(e)NBs, that have been configured as a CSG cell(s) for a particular CSG. A CSG owner can, under the H(e)NB operator's supervision, add, remove and view the list of CSG members.

HNB: A HNB is a Customer-premises equipment that connects a 3GPP UE over UTRAN wireless air interface to a mobile operator’s network using broadband IP backhaul.

HeNB: A HeNB is a Customer-premises equipment that connects a 3GPP UE over EUTRAN wireless air interface to a mobile operator’s network using broadband IP backhaul.

H(e)NB Gateway: H(e)NB Gateway is a mobile network operator’s equipment (usually physically located on mobile operator premises) through which the H(e)NB gets access to mobile operator’s core network.

H(e)NB Operator: A H(e)NB Operator is the PLMN operator under whose license a H(e)NB operates. A H(e)NB needs to be configured and authorised by the H(e)NB operator.

H(e)NB Owner: A H(e)NB Owner has a contractual relationship with the H(e)NB operator, related to running one or more H(e)NBs in the H(e)NB owner's premises. 

Note: A H(e)NB Owner  is likely to have the billing relationship with the H(e)NB operator. A H(e)NB Owner will typically be the “lead” user in a household, but could be e.g. the corporate IT manager in an enterprise context.

H(e)NB SubSystem: A H(e)NB SubSystem consists of the H(e)NB and the H(e)NB Gateway belonging to it.

Editor's note: The expression of “HNB/HeNB” and “H(e)NB” shall be unified throughout this specification at the cleanup before raising this specification to the version under CR control.
***** End of Change *****

