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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP specifications".

[2]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service".

[3]
3GPP TS 26.140: "Multimedia Messaging Service (MMS): Media formats and Codecs".

[4]
3GPP TS 26.134: "Transparent end-to-end Packet-switched Streaming Service (PSS) Protocols and codecs".

[5]
3GPP TS 22.240 “Service requirement for the 3GPP Generic User Profile (GUP)".

[6]
3GPP TS 22.242: "Digital Rights Management".

[7]
3GPP TS 24.002: "GSM-UMTS Public Land Mobile Network (PLMN) Access Reference Configuration".
[X]
3GPP TS 22.233: "Transparent end-to-end packet-switched streaming service; Stage 1".
*********************   Second modification   ********************

6.6
Availability

The user should be able to receive MBMS user services via MBMS Bearer Services, UMTS Bearer Services and/or generic IP access systems. 

Note: 
The transport of MBMS user services over non 3GPP accesses is out of scope of 3GPP, however if the non 3GPP access system has multicast or broadcast capabilities these should be utilised if possible.

The user should be able to receive MBMS Streaming User Services via MBMS Streaming and/or Packet Switched Streaming [X].
*********************   End modification   ********************
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