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At the last SA1 it became clear that limiting the use of H(e)NB to subscribers only whose HPLMN support H(e)NB is unnecessarily burdening the H(e)NB concept.

Currently, Rel-8 allows roaming subscribers to make use of a CSG in a VPLMN only if their HPLMN supports H(e)NB functionality also. This would lead to the situation that in eg the hotel use-case some subscribers are allowed to enter the CSG of the hotel and enjoy the services offered and others - maybe from the same country, but different operator - cannot due to the fact their home operator does not support H(e)NB. 

This would clearly render the hotel use case useless, as the hotel is advertising this service but cannot deliver it to all their guests.

By not requiring the HPLMN of the roaming subscriber to support any H(e)NB related functionality, the subscriber, subject to roaming agreement, can make use of H(e)NB if allowed so by the VPLMN operator the CSG is attached to and H(e)NB owner.

Changes to 22.220 V1.0.0 Section 5.3.1
5.3.1
General
-
Subject to network operator and HNB/HeNB owner agreement, the network operator shall be able to configure the HNB/HeNB with open access mode or closed access mode. It shall also be possible to configure the HNB/HeNB to provide a combination of both open and closed access mode at the same time, a hybrid access mode.
-
When the HNB/HeNB is configured for open access mode or hybrid access mode, it shall be possible for the HNB/HeNB to provide services to subscribers of any PLMN not belonging to its associated CSG, subject to roaming agreement.
-
When the HNB/HeNB is configured for closed access mode, only users that belong to its associated CSG can receive services. CSG members may include subscriber of any PLMN subject to roaming agreement. In order for the roaming subscriber to use H(e)NB functionality in the VPLMN the HPLMN of this subscriber shall not be required to support H(e)NB functionality. The subscriber's HPLMN may be of any 3GPP release. The CSG information a subscriber accumulated during his stay in the VPLMN shall be retained by the VPLMN in case the subscriber moves to another PLMN and returns back again. 
