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This contribution proposes the following text changes to TS 22.220:
· Add a requirement to allow a CSG only subscription, i.e., a UE that shall only access CSG cells in the allowed CSG list on the HPLMN.
********** start of text proposal **************

5.3.2
Closed Subscriber Group
-
The owner of the HeNB or HNB shall be able, under the PLMN operator supervision, to add, remove and view the list of CSG members. The consent of the member shall be obtained before being added to the subscriber group. 

-
The UE shall maintain a list of allowed CSG identities (white list). It shall be possible to store the list of allowed CSG identities in the USIM. When available, the list on the USIM shall take precedence over the list stored in the ME  non-volatile memory. All CSG cells belonging to a CSG identity not included in the list of allowed CSG identities shall be considered not suitable by the UE as specified in TS25.304 [6] and TS36.304 [7].

-
Each CSG identity shall be associated to a subscriber group which identifies the subscribers allowed to access the CSG. When the subscriber group is updated, this information shall be transferred by the network to the affected UEs belonging to the subscriber group.  

-
When the subscriber group is updated, the affected UE and the registered CSG owner shall be informed accordingly.

-
For temporary members, it shall be possible to limit the period of time during which the subscriber is considered a member of a CSG (granted access rights).It shall be possible to configure a time period for each temporary member.

-
The time period shall be configurable by the Home eNodeB owner and/or the network operator operating the CSG cell and shall span from 1 decihour to several days. Unlimited membership to the CSG is allowed.

-
When the time period expires, the CSG shall no longer be considered to be available to provide services, except for emergency calls. 

-
The network operator and/or the HeNB owner under the supervision of the network operator shall be able to set a maximum limit to the number of UEs with granted access to the CSG Identity. This limit is a static setting which can only be changed/set during configuration or maintenance.

-
It shall be possible for established communication via a CSG cell to be diverted from the CSG cell. This shall be applicable in the following cases:

-
in hybrid access mode when services cannot be provided to a CSG member due to a shortage of HNB/HeNB resources
-
at the expiry of the time period for temporary CSG members

-
In a HNB/HeNB in hybrid access mode, to minimise the impact of non-CSG established communication on CSG members, it shall be possible for the network to allow the data rate of established PS communication of non-CSG members to be reduced. It shall also be possible for the network to have different admission control thresholds for CSG and non-CSG members.
-
It shall be possible for a UE to have a CSG only subscription
































































































