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Introduction
This contribution contains a proposed list of service requirements for the category Time Controlled.
Discussion

Some MTC applications are not time critical with respect to their communication needs. An operator may be able to provide connectivity at a lower cost if the operator can decide when the MTC terminal is allowed to use the network. It can thus maximize us of its network outside the peak hours. For the operator it might be beneficial to dynamically adapt the peak hour e.g. by monitoring the load of its network resources.
To ensure that if an MTC terminal attaches to the network when it is not allowed access, a minimum of resources in the network should be used to deny access. A “dumb” MTC terminal may continuously try to get access and these access requests should be dealt with efficiently. A “smart” MTC terminal might be instructed by the network to not try again before a certain time.
Proposal
6
High-Level Service Requirements
6.2
Category specific service requirements

6.2.2
Time Controlled

For MTC applications a network operator shall be capable to provide time controlled subscriptions to MTC users. A time controlled subscription contains an access period during which period the user is allowed to access i.e. to attach to the network. Outside the access period access to the network is denied by the operator i.e. an attach request is rejected by the network.

The access period may be either fixed or dynamically adjustable by the network operator.  
For the time controlled subscriptions the following applies:

· It shall be possible for the network operator to only allow access to the network during a (pre)defined time period based on e.g. low traffic time periods
· It shall be possible for the network operator to alter the access period based on criteria (e.g. daily traffic load) defined by the network operator
· It shall be possible for the network operator to communicate the altered access period to the MTC device and the MTC User
· 
· 
