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1
Introduction

This contribution proposes some clarification to the CSG Display requirements in section 5.4.1.
Proposed updates:
-
Renamed “CSG Display” to “CSG Type”

-
Explained what a CSG Type is

-
Explained the possible mapping between CSG Type and CSG identity 
-
Mandated UE with display capabilities to provide CSG Type when CSG Type has been configured by the operator. UEs without display capabilities may provide CSG Type using other means.
-
Defined size of CSG Type text component
-
If CSG Type has not been configured, the UE may provide HNB Name instead
2
Proposed text
5.4.1
CSG Type
The CSG Type is an indicator provided by the UE that is configured by the operator. 
It shall be possible for the operator to associate a CSG identity in the UE’s Allowed CSG list with a CSG Type. Therefore, it is possible that a CSG identity stored in different UEs may either be associated with the same CSG Type or with different CSG Types.
NOTE: 
The CSG Type allows, for example, information on the applied billing regime to be given to the user. 

When a UE camps on a CSG cell with a CSG identity that is part of the UE’s Allowed CSG list and has an associated CSG Type, a UE that has a display capability shall provide the user with the associated CSG Type. A UE that does not have a display capability may provide the CSG Type by other means, e.g. voice notification.
If the CSG Type for a CSG identity has not been configured in the UE, the UE may provide the HNB Name instead. In this case, the user is notified that the UE is providing the HNB Name rather than CSG Type.



It shall be possible to store the CSG Type in the USIM. 
As an option, the CSG Type may be stored in the ME. If the CSG Type is present in the USIM, a CSG Type stored in the ME shall be ignored.
The CSG Type shall be stored in text and/or graphical format. When the CSG Type has a text component, the CSG Type text length shall not exceed 12 characters in any language. 

