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Abstract: This document proposes clarification to text describing Idle Mode and Connected Mode operation of UE with respect to H(e)NB.

5.x
Mobility Aspects for Home NodeB and Home eNodeB
5.x.1
PLMN selection

The standard automatic and manual network selection procedures will be used to register a UE on a PLMN via a H(e)NB.

5.x.2
Idle-mode operation


In addition to normal cell reselection procedures, the following requirements apply:
-
It shall be possible to support idle mode mobility between a H(e)NB cell and other cells and between H(e)NB cells.
-
A UE in idle mode shall select a CSG cell whose CSG Identity is in the UE’s Allowed CSG List when the cell reselection criteria has been met. 
-
The cell reselection procedure should not result in excessive battery power consumption in the UE. 





5.x.3
Connected mode operation

-
It shall be possible to support service continuity, including handover, between a H(e)NB cell and other cells and between H(e)NB cells.


5.x.4
Manual CSG Identity selection

The user shall be able to request the UE to perform a scan for available CSG Identities. When such request is received the UE shall perform a scan of available CSG cells, their CSG identities and their HNB Names. In the UE display, the available CSG identities shall be represented by their associated HNB Names. If the HNB Name is not available, the CSG identity shall be displayed instead. An indication shall be given to the user as to which of the available CSG identities is contained in the CSG white list. The available CSG identities shall be displayed in the following order:
- The CSG identities that are contained in the white list.

- Any other CSG identity not included in the CSG white list.

When the user selects an entry in the list, the UE shall reselect any of the available CSG cells with the CSG identity chosen by the user.
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