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1. Overall Description:

SA1 thanks SA2 for their LS on Support for Hybrid access mode H(e)NBs.

a. Does manual CSG selection also apply to Hybrid access mode H(e)NBs, i.e., when a user of a UE that is not a member of the CSG performs manual CSG selection, will the CSG ID of Hybrid access mode H(e)NBs also be displayed for selection? In other words: is it a requirement for a UE that is not a member of the CSG to perform manual CSG selection to access the Hybrid H(e)NB or should the UE only access the H(e)NB automatically?
Yes, manual and automatic CSG selection applies to Hybrid access mode H(e)NBs

b. What is the recommended UE behaviour with regard to updating the Allowed CSG list if a UE successfully accesses a Hybrid access mode CSG cell? For example, does the UE add the CSG ID to the Allowed CSG list sometime, never, or always? Is it required that the UE can distinguish whether it was allowed to access the hybrid cell because it is a member of the CSG, in contrast to access being allowed because non-CSG members are allowed due to the hybrid nature of the CSG cell?
The Allowed CSG list is updated only if the UE successfully accesses a Hybrid access mode CSG cell as a CSG member. Therefore, it is preferred that the UE can distinguish whether it was allowed to access the hybrid cell because it was a member of the CSG.
2. Actions:

To SA2 group.

ACTION: 
SA1 kindly asks SA2 group to consider the points provided above.
3. Date of Next TSG-SA WG1 Meetings:

SA1#45   (TBC)
23 - 27 March 2009   
Sophia Antipolis, France
SA1#46   
11 - 15 May 2009   
Japan
