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	Reason for change:
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	Currently only CSG cells are allowed to broadcast a HNB Name. 
However, if a HNB is operated in hybrid access mode then a HNB Name should also be broadcasted for the "CSG part" of that H(e)NB since it should be available to the user for manual CSG selection.

	
	

	Summary of change:
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	In addition to a CSG cell it shall also be possible for a H(e)NB in hybrid access mode to broadcast a HNB Name in free text format.
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not approved:
	A user who is manually selecting a H(e)NB in hybrid access mode will not be able to see the HNB Name of the "CSG part" of that H(e)NB.
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* * * First Change * * * *
5.4.2
HNB Name

-
It shall be possible for the a CSG cell or a H(e)NB in hybrid access mode to broadcast a HNB Name in free text format. The UE may display the HNB Name when camping on the cell where it is broadcast. The HNB Name shall be available to the user during manual CSG selection. The HNB Name shall be configurable by the operator or the H(e)NB owner at the discretion of the operator.

-
The HNB Name length shall not exceed 48x8 bits.

NOTE:  
In order to allow the maximum flexibility in the way the HNB Name is configured in any language, UTF-8 coding should be used; this allows a maximum length of 48 characters coded on one byte, 24 characters on two bytes, 16 characters on 3 bytes down to a minimum of 12 characters if all characters are encoded on 4 bytes. 

-
The HNB Name may be stored in the USIM. If the HNB Name stored on the USIM is available, it shall take precedence over the broadcasted HNB Name.

-
The HNB Name may be stored optionally in the ME. If the HNB Name is present in the USIM, the HNB Name in the ME shall be ignored.

NOTE:
The HNB Name is necessary in order to aid the user in choosing the correct CSG identity when performing a manual CSG identity selection. 
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