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Introduction

Last meeting text regarding the MTC Device Access Control was accepted but included a note that the text needed improving.  The proposed text is not intended to add any new requirements to but to make the current text more clear and thus remove the need for the editor’s note. 
Discussion 

As a review this is what this requirement is regarding…..

A MNO may give discounts for subscriptions of MTC Devices that utilize certain MTC Features and system optimizations. These MTC Features are sometimes only possible due to certain characteristics of the MTC Device such as low mobility, low data, and MO only.  The MNO may also give a discount to the MTC User for a group of MTC Devices due to the large number of MTC Devices it has deployed on its network (a volume discount). 
Currently, subscriptions can be easily moved from one ME to another by moving the UICC. This may give the destination ME a pricing advantage that it may not be entitled too. Not allowing subscriptions to move at all also has its limitations. The ability for a subscription to be moved from one ME to another is a valuable tool for maintenance when an ME requires replacement or servicing.  
An example use case: A MNO may offer a subscription discount to a wirelessly connected picture frame. The MNO does not want the user to remove the UICC from the picture frame and use it in other devices (such as his mobile phone). However, if the user decides to upgrade the picture frame to a larger size, the MNO would allow the user to move the original UICC into the new larger picture frame. 

Proposal 

7.1.1
General

For MTC:

-
It shall be possible to enable or disable different MTC Features independently. 
-
It shall be possible to enable or disable MTC Features per subscription.
-
It shall be possible to enable or disable MTC Features per service invocation.
-
It shall be possible for the MNO network to be aware of which MTC Features apply to a MTC subscription, MTC Devices or MTC service invocation.

Editor’s note: the service invocation needs further clarifications 



-
It shall be possible for the operator to restrict the use of an MTC Subscription for use in certain MEs (e.g. based on mismatching of MTC Features and/or mismatching of ME type).

-
It shall be possible for the operator to allow the use of an MTC Subscription for use in certain MEs (e.g. based on matching of MTC Features and/or matching of ME type).



















