Page 1



3GPP TSG-SA WG1 Meeting #47 
(
S1-093296
Rome, Italy, 3-7 August 2009

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	22.228
	CR
	0113
	(

rev
	3
	(

Current version:
	10.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Receiving the original destination identity

	
	

	Source to WG:
(

	NTT

	Source to TSG:
(

	S1

	
	

	Work item code:
(

	TEI10
	
	Date: (

	07/08/2009

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Destination identity (E.164/TEL URI or SIP URI) using the equivalent of free phone, premium rate and other special services may be needed by the terminating party in order to determine the service expected (e.g. where provided by a call centre). Thus 0800 dialled digits for a free phone service may be translated into a SIP URI that loses the original 0800 number and the call centre is unable to determine the service expected. This CR makes the original destination identity available to the terminating party.


	
	

	Summary of change:
(

	Provision of the original E.164/TEL URI or SIP URI to be available at the destination after translation.


	
	

	Consequences if 
(

not approved:
	n/a

	
	

	Clauses affected:
(

	7.5.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


Proposed modification

7.5
Invoking an IP multimedia session

The user shall be able to invoke one or more IP multimedia sessions.  The user shall also be able to activate concurrent IP multimedia applications within each IP multimedia session.

7.5.1
Identification of entities

Both telecom and internet numbering and addressing schemes shall be supported as public identities. IP multimedia communication establishment (both originating and terminating) depending on originator shall be able to be based on E.164/TELURI (e.g. tel:+4412345678) [15]or SIP URI (sip:my.name@company.org) [9].  It shall be possible to assign several public identities for one subscription. 
Whilst not required for routing between terminals within the IMS, it should be possible for the network to recognise and treat URIs, containing 'IM' or 'Pres' prefixes, received from other networks supporting such prefixes. 

Whilst not required for routing between terminals within the IMS, it should be possible to append an 'IM' or 'Pres' prefix to an outgoing URI to enable routing to the correct addressee in external networks supporting such prefixes.

Public identities shall be administered by the network operator and shall not be changeable by the user.

It shall be possible for the network operator to guarantee the authenticity of a public identity presented for an incoming session to a user where the communication is wholly across trusted network.  This is equivalent to the situation for CLIP with today’s telephony networks.

It shall be possible for the network operator to use 

- the same E.164 number for IP multimedia sessions and CS speech telephony (TS11) [1]

- a different E.164 number if desired for IP multimedia sessions

This allows customers who originally had only an E164 MSISDN to retain the same number for receiving communications in the IM domain and also in the CS domain when outside IM coverage.
It shall be possible for the terminating entity to receive the original destination identity provided by the originating entity, as an optional service.

Note: this enables the original E.164/TEL URI or SIP URI to be available at the destination even when it has been translated e.g. from a free phone or premium rate service identifier.

No further proposed modification
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