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1. Introduction
A new use case of Localized Broadcast Service for TR 22.947 PBS is presented.

2. Proposal
We propose to include following text in TR 22.947.
--------------------------- Start of 1st Change -------------------------------------------------------------

5.7
Localized Broadcast Service

5.7.1
Service Description
This service provides free or discounted access of PBS service available only in a designated area, such as campus, shopping mall, stadium or theme park. For example, video lectures or company seminar can be broadcast to students or employees in a campus. Tourist guide or free movie can be provided to visitors of park, shopping mall or other public place. When multiple cameras are installed in concert hall, theatre or sports stadium, live broadcast streams of different view point can be provided to audience, that users may choose their favourite view of player, sound or multi-language speech.

Notification of availability of the service should be given to eligible user when the user enters into the designated area. However the user should be able to disable reception of PBS notification selectively according to pre-configured category. For example, the user may disable any PBS notification activated around shops, but the user may allow notification around tourist sites. The service provider (i.e. PBSP and PBCP in this context) may also transmit message or notification in order to announce important update of session.
The designated service area may consist of macro cell, Home (e)NodeB cell or combination of both. When macro cell and Home (e)NodeB cell are combined to form a designated area, service continuity of localized broadcast should be supported when users move between the macro cell and Home (e)NodeB cell. Subject to operator policy and user subscription type, service continuity should be supported when a user moves out of the designated area. Otherwise, it is acceptable to discontinue the localized broadcast service outside of the designated area.

5.7.2
Service Procedure

Table 7: Localized Broadcast Service Procedure 
	Step
	Actor
	Action
	Note

	1
	MBNO
	Configure the area to provide localized broadcast service.  
	

	2
	PBSP
	Register information of content and service attributes.
	

	3
	BSU
	Move into area of localized broadcast service.
	

	4
	MBNO
	Send notification of available localized broadcast service.
	

	5
	BSU
	Select the localized broadcast service (uplink message may be produced)
	

	6
	MBNO
	Allocate resource and transmit streaming content
	

	7
	BSU
	Receive the content.
	


5.7.3
Service Benefit
Major benefit to customer is free or discounted charging of the service in the designated area. Operator may offer lower service cost in the area where focused use of the service by large population is expected. Companies or organization may pay for the service cost to provide free customer service. Users may enjoy live broadcast information conveniently using mobile device. New concept of electronic marketing using localized broadcast may ultimately replace typical paper leaflets or handouts distributed for advertisement.

5.7.4
Additional Remarks

5.7.5
Service Requirements

· 
Localized broadcast service should be supported in area consists of one or more macro cells, Home (e)NodeB cells or combination of both cells.

·      When macro cell and Home (e)NodeB cell are combined to constitute a localized broadcast service area, service continuity between the cells should be supported. 
·      Notification of availability of the service should be given to eligible user in an event that the user enters into a localized broadcast area.
·      User shall be able to disable or enable reception of notification according to pre-configured service category.

·      QoS should be supported for localized broadcast service.

·      Subject to operator policy and user subscription type, the service provider of the localized broadcast should be able to disable or enable access of users.

-------------------------- End of 1st Change ---------------------------------------------------------------
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