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1. Introduction

Some updates to definitions are proposed to TS 22.368

2. Discussion

Some definitions are clarified and updated. In particular, definitions are added for “service invocation” and “MTC subscription”, which were used in the TS text.

3. Proposal

The following text is proposed for inclusion in TS 



*** Start of 1st Addition: TS 22.368 ***
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

MTC Device: A MTC Device is a specialized M2M UE which communicates through a PLMN with MTC Server(s) and/or other MTC Device(s).  

Note: 
A MTC Device might also communicate locally (wirelessly, possibly through a PAN, or hardwired) with other entities which provide the MTC Device “raw data” for processing and communication to the MTC Server(s) and/or other MTC Device(s).  Local communication between MTC Device(s) and other entities is out of scope of this technical specification. 

MTC Server: A MTC Server is an entity, which communicates to the PLMN itself, and to MTC devices through the PLMN. The MTC Server also has an interface which can be accessed by the MTC User.  The MTC Server performs services for the MTC User.
MTC User: A MTC User uses the service provided by the MTC Server. 
Editor’s note: we may need a new term for MTC User to distinguish more from the current definition of User.
MTC Subscriber: A MTC Subscriber is a legal entity having a contractual relationship with the MNO to provide service to one or more MTC Devices.  
*** End of 1st Addition: TS 22.368 ***


















3GPP


